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High capacityuloadAAFEX63:dinedr  an,
with RN63:RP63| kolleligislideti:series

TheRV63-sliders provide the highest load-Capaciy
among the MONORACE sliders. These sliders mou
large double row bearings of diameter 45ntimobli-
gue contact. Lubricated for life with 2RS seals.
The slider body is a massive 20mm thick zinc plate
with 8mm «xing holes. Strong wipers with incorpora
greasing system are mounted, to assure clean race
along with good lubrication of the contact points, to
long life .
The two lateral rollers are *xed, while the central rol
is mounted to an eccentric pivot for optimal preload
according the required rigidity and running smoothn

Two Floating slider available for self aligning linear solution

min. 47,8
max 49,9

min. 47,8
max 53

TheRP63sliders allow for sdnmited-later: The RF6: sliders allow fdnlimited lateral mo-
movementmeanwhile being preloaded in radiakfload vement meanwhile being preloaded in radial load
direction. Very useful when used togetRM68HB direction. Very useful when used togetRM68HB
sliders to offer a linear system of two rdikg oap sliders to offer a linear system of two raie ofp
compensating minor parallelism errors compensating larger parallelism err@smpared

The sliders mount double row bearings of diameterto RP63 this slider can be inserted late iy rist
30mm with oblique contact. Lubricated for life with The sliders mount double row bearings with ollique
2RS seals. In the slider are used 6 rollers meahwhi-contact. Lubricated for life with 2RS seals.

le the two in the center are adjustable for optinfjal| The slider body is a massive 20mm thick zinc plated
preloding. steel, with 8mm exing holes. Strong wiper®withfinc
The slider body is a massive 20mm thick zinc pglat porated greasing system are mounted, to pesvigle cle
ted steel, with 8mm exing holes. Strong wipers with raceways along with good lubrication of the contact

incorporated greasing system are mounted eto provigoints, to assure long life .

clear raceways along with good lubrication of the | The lateral rollers are exed, while the céetsalro
mounted to an eccentric pivot for optimal greloadin
according the required running smoothness.

contact points, to assure long life .
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Floating Capacity load
el Rail n“of ¢ c c M M M
Code a c D A B min. B max B exin 0 ax X Y z
Type b NNy () (Nm) (Nm)  (Nm)
RV63-3  DFX63 204 210 54 50,8 not not 8 12.800 22.400 6.000 84 246 397
RP63  DFX63 218 225 not 49 47,8 49,9 4 11.880 23.430 - - 454
RF63 DFX63 218 225 not 49 47,8 53 4 11.880 23430 - - 454
Rail DFX63
TheDFX63aisl are composed offiXBrails, aligned and
strongly *xed to a rigid steel plate.
The rails are offered in two vel#{63L- with Cylindrical
*xing holes adFX63S with C’sunk <xing holes.
TheDFX63ails offer internal raceways to provide a good p
tion for critical environments. Despite the large size of bee
its sliders, the overall installation dimensions are very con
DFX63LVersion with DFX63%ersion with
cylindrical «xing holes for C’sunk exing holes holes
screwdM8 DIN 7984 for screws110 DIN 7991
L (mm)
480 560 640 720 800 880 960 1040 1120 1200
1280 1360 1440 1520 1600 1680 1760 1840 1920 2000
2080 2160 2240 2320 2400 2480 2560 2640 2720 2800
2880 2960

For more information regarding others technical features revert to the general T R

ACE catalogue.



